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3M IP 67 Waterproof Outdoor Copper Outlet 

Solution   
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Application: 

Industrial / Factory / Marina environment  

Wireless Access Points (WAP) 

CCTV Cameras Outlets  

Outdoor Data Outlet Points  

Holiday Parks  
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Category 6/6A receptacle and cap 

 

 

 

 

3M launches a complete IP67 solution for your RJ45 connections. Easy to use, it enables you to reach 

an IP67 protection. 3M enlarges its Keystone Category 5e, 6 & 6A portfolio with watertight and dust 

protection receptacles. An optional cap enables to protect the connectivity receptacle when not in 

use. A shell is also proposed: it can fit any patch cord.  

The Keystone IP67 is composed of: 

 • the Keystone connector,                                                                                                                                                      

• the IP67 receptacle                                                                                                                                                                 

• the sealing                                                                                                                                                                                        

• the fixing nut The category 6 Keystone connector is available in 3 different versions:                                                           

• UTP , FTP  shielded with 360°braid or foil connection.  

Characteristics:  

• IP67 Solution  

• Shock, vibration and traction resistant 

 • No tool necessary for the assembly of the shell onto the cord 

 • The connector can be un-clicked from the receptacle and re-used  

• Cable entry from the top or the bottom 

 • Integrated protection latch  

• Adapted for both AWG 26 to 22 conductors, Solid and Stranded conductor cable 

• All Keystone versions available 
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      IP67 Shell for RJ45 Patch cords  

 

 

 

 

 

 

3M shell is also proposed, it can fit any RJ45 patch cord, whether watertight or standard. Without 

any tool, you can therefore improve your patch cord in order to fit any IP67 receptacle of the I67K5E 

and I67K6 series. 

Characteristics:  

• IP67 Solution  

• Shock, vibration and traction resistant  

• No tool necessary for the assembly of the shell onto the cord  

• Can fit any RJ45 cord 

Advantages:  

• Sealed against fluids and dust  

• Can be used in harsh environment  

• Easy to use, time saving  

• Possibility to adapt the IP67 solution onto existing systems 


